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Features:

Technical:
Depth

Finish

IP Rating

Length

Material

No. of Compartments

Standard

Supplied with

Trunking Type

Weight (kg)

Width

Important:

Product Code: Issue Number: Issue Date: Issue by:

Description:

Tamlex | Harcourt | Halesfield 15 | Telford | Shropshire | TF7 4ER
T: 01952 586689   E: sales@tamlex.co.uk   W: www.tamlex.co.uk

Dimensions: mm
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	Text1: 
	0: GBO44
	1: 2.0
	2: 22/12/2017
	3: ADH

	Text3: Tamlex offer a range of gusset bends and tees which allow a greater bend radius for cables.Built-in couplers on all outlets allowing them to be fitted directly to the trunking. Manufactured from continuously hot dipped zinc coated low carbon steel strip to BSEN10346: 2009.Bridge pieces act as cable retainers.
	Text2: 
	0: 100mm x 100mm 90° Outside Lid Gusset Bend
	1: 
	1: 100 mm
	2: Pre-Galvanised Steel
	3: N/A
	4: 177 mm
	12: Multi-compartment option available on request. Tamlex can offer powder coated trunking to suit any application.
	5: 1.0mm Steel
	6: 1
	7: BS EN 50085-1; BS EN 10346
	8: N/A
	9: Gusset Bend
	10: 0.452kg
	11: 
	0: 100 mm
	1: 102 mm
	2: 98 mm
	3: 102 mm
	4: 
	0: 177 mm
	1: 
	0: 50 mm
	1: 35 mm







