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Features:

Description:

Tamlex | Harcourt | Halesfield 15 | Telford | Shropshire | TF7 4ER
T: 01952 586689   E: sales@tamlex.co.uk   W: www.tamlex.co.uk

Product Code: Product Range: Issue:

Cable Tray A

Technical:
Height

Width

Length

Material

Finish

Type

Standard

Load Testing Data:

MCT4

100 mm Light Duty Straight Edge Cable Tray (3 m Length)

• MCT Standard Straight Edged Cable Tray is an ideal low cost, light weight cable 
tray for general indoor use.

• Hole pattern designed to provide maximum flexibility for positioning cable ties 
etc.

• Standard tray has notched ends eliminating the need for separate couplers.
• Assembly nuts and bolts are supplied separately (Cat No. TF025)

3 m

BS EN 10346

100 mm

10 mm

Cable Tray

Pre galvanised steel

Steel

C 23.11.10 L.FPCT4

Steel Cable Tray - Standard Straight 
Edge - 100mm wide
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General Characteristics

Length = 3m

Features
PCT Standard Straight Edged Cable Tray is an ideal low cost, 
light weight cable tray for general indoor use.

Hole pattern designed to provide maximum flexibility for 
positioning cable ties etc.

Standard tray has notched ends eliminating the need for 
separate couplers.

Assembly nuts and bolts are supplied separately (Cat No. 
TF025)

Dimensions

Load Testing Data

Material Low carbon steel strip
(BSEN10142:2000)

Finish Hot Dipped Zinc

Supplied length 3 metres

Sheet thickness 0.9mm
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