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Features:

Important:
Trunking is designed such that the main body 
carries the weight of cables. Trunking should NOT 
be installed in any way that causes the lid to carry 
the cable weight.

Ensure clearance between trunking body and 
floor finish is allowed for fitment of lid, cover 
straps and accessories.
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Technical:
Height

Depth

Length

Material

Finish

Colour

Trunking Type

Standard

Guarantee

Weight

Number of Compartments

Supplied With
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150 mm x 60 mm Chamfered Skirting Cat6a Trunking 2m 
Length - 2 Compartment 

• Perimeter trunking system offers the end user a quick and easy 
to fit system

• This range combines excellent screening capability and 
clean design with superior mechanical strength, making it the 
ideal solution for high traffic environments such as hospitals, 
laboratories and universities whilst also offering first class fire 
protection.

• All metal construction - for maximum strength and durability
• All partitions have 20 mm knock outs – for ease of installation
• Powder coating is low smoke zero halogen
• Available in other finishes - unpainted self colour steel or 

powder coated to any RAL colour
• Full range of accessories Cat6a

Powder Coated White RAL 9016

Pre Galvanised Steel

2 m

BS EN 10346

150 mm

Dimensions: (mm)

Perimeter Trunking

60 mm

Steel Skirting Trunking

White

1 Year

Compartments: (mm)

4.48 Kg

2

1x Joint cover and fixing screws


